Sound-insulated ventilation box EKR 31 FU
Features
Double-walled housing made of galvanised sheet steel, for high demands and especially low noise levels.
Supply of medium to large air volumes at high resistances.
Not sensitive to hot airstreams of up to 120°C.
Inlet and outlet side connection sockets for direct installation in ventilation ducts, with double sealed lips.
With mounting tracks and 4 vibration dampers.
Fan unit can be swivelled out for cleaning and maintenance.
Motor located outside of the air flow.
With condensation drain if the exhaust socket points upwards.
Strong centrifugal impellers with backward curved blades.
Degree of protection X4.

Motor
Motor with integrated frequency converter.
Speed can be controlled using a 0 - 10 V signal or potentiometer.
Inputs for external ON/OFF signal and external nominal value signal (potential-free).
An output for potential-free reporting signal.
Protected against pulse overvoltage according to EN 61 800-3.
Protected against slowly developing overload as well as blocking (IEC 34-11: TP 211).

Mounting instructions
Installation with upward, right-hand or left-hand exhaust socket.
If the unit is mounted with the exhaust socket pointing to the left or the right, the service door must be altered by the customer.

Electrical connection
Externally fitted terminal box with cable screw fittings.

Safety instructions
The fan may be operated only if the protection against accidental contact with the impeller is guaranteed to be in accordance with DIN EN ISO 13857 for fans with free inlet or outlet. To do this, fit a protective grille.

Technical data
	Article:
	EKR 31 FU

	Air flow volume:
	3.660 m³/h

	Rotating speed:
	2.670 1/min

	Speed controllable:
	 ✔ 

	Type of voltage:
	Alternating current

	Rated voltage:
	230 V

	Frequency:
	50 Hz

	Nominal output:
	828 W

	Inom:
	3,8 A

	Imax:
	3,9 A

	Degree of protection:
	IP X4

	Degree of protection for motor:
	IP 55

	Insulation class:
	F

	Mains cable:
	5  x 1,5 mm²

	Weight:
	50 kg

	Swivelling fan:
	 ✔ 

	Nominal size:
	315 mm

	Width with packaging:
	707 mm

	Height with packaging:
	592 mm

	Depth with packaging:
	882 mm

	Airstream temperature at nominal current:
	-20 °C up to 120 °C

	Airstream temperature at IMax:
	-20 °C up to 120 °C

	Ambient temperature:
	-25 °C up to 40 °C

	Packing unit:
	1 piece

	Range:
	E

	GTIN (EAN):
	4012799808961

	Article number:
	0080.0896


Manufacturer: MAICO
EKR 31 FU Sound-insulated ventilation box
